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[bookmark: _GoBack]SECTION 23 3716
FABRIC AIR-DISTRIBUTION DEVICES
Revise this Section by deleting and inserting text to meet Project-specific requirements.
GENERAL
SUMMARY
Section includes continuous, tubular, fabric air-distribution devices.
ACTION SUBMITTALS
Product Data: For each type of product.
Data Sheet: Indicate materials of construction, finish, and mounting details; and performance data including throw and drop, static-pressure drop, and noise ratings.
Shop Drawings: For fabric air-distribution devices.
Include plans, elevations, sections, and suspension and attachment details.
Samples for Initial Selection: For diffusers with factory-applied color finishes.
Delete "Samples for Initial Selection" Paragraph above if colors and other characteristics are preselected and specified or scheduled. Retain first paragraph below with or without above.
Samples for Verification: For diffusers, in manufacturer's standard sizes to verify color selected.
Diffuser Schedule: Use same designations indicated on Drawings. Indicate room location, quantity, model number, size, and accessories furnished.
INFORMATIONAL SUBMITTALS
Source quality-control reports.
MAINTENANCE DATA
Submit manufacturer's maintenance data, including cleaning instructions for finishes, including recommended washing schedule based level of prefiltration installed, percentage of outdoor air used, and room use. 
Provide spare parts lists. Include this data, product data, and shop drawings in maintenance manuals.
WARRANTY
Manufacturer must provide a non-prorated 10 year warranty on products supplied for the fabric portion of this system. Prorated warranties or warranties less than 10 years will not be accepted.   
QUALITY ASSURANCE
Firms regularly engaged in manufacture of fabric ducts of types and capacities required whose products have been of satisfactory use in similar service for not less than 10 years.
Firms that are ISO 9001 and ISO 14001 certified.
PRODUCTS
MANUFACTURERS
[bookmark: _Hlk524012230][bookmark: ptBookmark12436]Basis-of-Design Product: Subject to compliance with requirements, provide DuctSox Corporation; <product name or designation> Fabric Duct Air Dispersion System or comparable product by one of the following:
Air Distribution Concepts.
Fabric Duct Systems.
KE Fibertec NA, Inc.
Or Equal.
PERFORMANCE REQUIREMENTS
Continuous tubular diffuser materials shall be listed and labeled as complying with UL 2518 [UL 723].
Air permeability of fabric will comply with ASTM D737.
CONTINUOUS TUBULAR DIFFUSERS
Description:
Fabric: Woven [polyethylene] [polyester] [anti-microbial polyester] [vinyl coated polyester] [anti-static polyester] [high-temperature fiberglass] [permeable polyester] <Insert material>.
Shape: [Round] [Oval] [Half round] <Insert shape>.
Retain one of six "Air-Outlet Configuration" Subparagraphs below.
Air-Outlet Configuration: Permeable fabric.
Air-Outlet Configuration: Circumferential hole pattern with diffusion-hole diameter of <Insert inches>, spaced <Insert inches> o.c. circumferentially, and <Insert inches> along the length of the diffusion device.
Air-Outlet Configuration: Lengthwise hole pattern; with diffusion-hole diameter of <Insert inches>.
Air-Outlet Configuration: Periodic nozzles.
Air-Outlet Configuration: Linear vents.
Color: <Insert color>.
Duct Connection Type: Round [worm-gear band] [radial securing clips] [zipper].
Accessories:
Quick-connect joint.
Snap hooks.
Cleanout zipper.
Condensate drain.
Fabric damper.
End cap.
Draw cords.
Removable support hoops.
Elbows.
EXECUTION
INSTALLATION
Install air outlets and inlets in accordance with manufacturer’s written instructions and in accordance with recognized industry practices to ensure that products serve intended functions. 
Drawings indicate general arrangement of ducts, fittings, and accessories. Air outlet locations have been indicated to achieve design requirements for air volume, noise criteria, airflow pattern, throw, and pressure drop. Make final locations where indicated, as much as practical. Where architectural features or other items conflict with installation, notify University’s Representative for a determination of final location.
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